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Features: 
1． 7 buttons: Programmable by software 
2． Ergonomic design 
3． Laser sensor: can be used on glass surface 
4． Adjustable weight cartridge 
5． Sensitivity: switchable 800dpi / 1600dpi / 3200dpi / 5000dpi 
6． Rubber pad adds grips 
7． USB interface suits for Windows 7 / Vista / XP / 2000   
8． Chipset: AVAGO 
                                   
Package Contents: 
1. DA-20130 High Performance laser mouse 
2. Quick Installation Guide  
3. Product Support CD ROM  

 
System Requirement: 
1. IBM PC or compatibility machine 
2. Windows 7/Vista/XP/2000 
3. USB port 

 



How to Use 

 
Four weight cartridges 

1. Connect this device to a PC USB Port 
2. Change DPI by DPI switch button to fit the 

speed that is needed  
3. According to personal needs to adjust  

the weight of mouse by moving the four 
weight cartridge. 

  

Button definition 
 
1. DPI switch button 

Using the button to switch DPI ( 800DPI / 1600DPI / 3200DPI / 5000DPI) 
 
2. 4-LED indicator of 4 level DPI 

LED 1 for 800DPI 
LED 2 for 1600DPI 
LED 3 for 3200DPI 
LED 4 for 5000DPI 

 
3. 7 programmable buttons 

Left / Right / Middle / Forward / Backward / CUS1 / CUS2 
 CUS 1 button: E-Touch button: is set up to connect to Web access  
 CUS 2 button : Email connecting button: set up to connect to Email  
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CUS2 
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Wheel / Middle Button 

DPI Switch 

 
 Caution 
1. Please do not use the laser beam irradiates directly to human eyes,  

it can cause serious injurious. 
2. Please don’t try to disassemble this device by yourself,  

the damage which causes by human behavior. 


