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PCI IEEE1284 Parallel Communication Board 7id) @ & A <«
Universal Card CERTIFIED FOR signed for
Windows Ve
© Introduction O Hardware Guide © DriverlInstallation
Thank you for purchasing IEEE1284 interface PCI add-on card . This card m 1-port PCI IEEE1284 Parallel Board In order to ensure proper operation of your PCI IEEE1284 Parallel board, the driver will
enables users to expand one or two additional LPT communication ports on be in the CD bound with your product. You can specify the location (folder) as below:
their PC-based system for connecting their parallel devices. Parallel (LPT) - - -
Operation System Driver Location
port offer data transfer rate up to 2.7Mbps with built-in ECP/EPP/SPP/BPP
o ) . ) Windows 2000 / XP / 2003 / Vista (32-bit) | :\IO\PCI 10\2K & XP & 2003&Vista_32bit\
auto-switching operation modes to give you maximum system performance
- ) ) ) Windows XP / 2003/Vista (64-bit) \IO\PCI I0\XP& 2003&Vista_64 bit\
and efficiency via DB25 pin female connector. Due to current mainboad does
. . . . - Windows 95/98 / Me AIO\PCI IO\Win9x\
not equip any Parallel (LPT) port, this card is your best solution to utilize your
Windows NT4.0 AO\PCIIO\WInNT\
CENTRONICS peripheral with parallel port in an easy-to-use environment n
. . . . Windows 3.1/DOS \IO\PCI IO\DOS\PCIDOS.exe
and creates for use in the commercial automation and as well ideal for home
. Linux 2.4.x, 2.6.x System Default Driver, LPT #2 or LPT #3
or office uses.
O Specification 1. Please double click the Setup.exe file or specify the driver locate
Model PCI IEEE1284 Parallel Communication Board within folder of the attached driver CD.
Bus Interface PCIl 33MHz Version 2.2/2.1 Specification.
Controller SUN1888 IEEE1284 Parallel Controller
Number of Ports One or Two DB25 Female Ports \
IRQ & |0 Address Assigned by BIOS / O.S. 2. When the welcome screen appears, click “Next’.
FIFO 16 byte hardware FIFO @ Parallel Port 1 (LPT2) 3. System will search "PCI 4018 Multi-lO Adapter" driver
Data Speed Maximum 2.7MBps @ Parallel Port 2 (LPT3) / DB25F Connector Bracket Set
Operation Mode ECP/EPP/SPP/BPP (System Auto-Switching) Only for 2-port Parallel Card Welcome o the Golden seis nstalling the civer for your Golden seres adapler...
Bracket Standard 121 mm (Optional Low Profile 79.2 mm) ® Pin Header to Parallel Connector m g pising e
Windows 3.1/ 9x / NT /2000 / XP / 2003 / Vista Please connect (2 &@ with each other.
Driver Support Linux2.2.x,2.4.x, 2.6.x, & &
D O S Please wait while the driversinstall. This may take some time to complete.
Certification CE, FCC ClassB / Microsoft WHQL / RoHS N
Pack Li
Dg“ © Package List o ] (o) =
/(\71 STROBE Please check if the following items are present and in good condition upon opening
AUTERF:SR 12: —— 2 DATA0 your package. Contact your vendor if any item is damaged or missing. . . . -
NI 16— —— 3 DATA1 4. After installing driver successfully, please select "Finish" to complete the steps.
—— 4 DATA2
SELECTINRLT 1T ] 5 DATA3 ® PCI IEEE1284 Parallel Communication Board
—— 6 DATA4 Golden Series Dr
aND 20 ] — 7 pamas ® Quick Installation Guide (this document) P ———
Pin Assignment oo 9 DATA7 ® CD Driver
—— 10 ACKNOWLEDGE . . uly installed on this computer.
GND 23 — 11 BUSY m Second LPT Port Expansion Cable with Bracket (Note) o commen s cose
GND 24 — 12 PAPEREMPTY =
GND 25 — —— 13 SELECT
\©f/ NOTE:
We provide 1 or 2 parallel LPT ports product for user selection. The expansion —
. A/ Sunix Co., Ltd. Golden A... Readyto use
Operation Temperature: 0°C~ 60°C (32 to 140°F) LPT port and cable accessory will depend on what product you bought. Only two ol Goldn ... Reaytove
Environment Storage Temperature: -20°C~ 85°C (-4 to 185°F) parallel LPT ports product attaches cable accessory. . —1 o |
Humidity: 5 ~ 95% RH
\ FE &)
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O Hardware Verification © LPTPort Settings. © Trouble Shootings.
User can confirm the success of installation by checking the following = How to Change LPT Port Number 1. How can I set the LPT port to the legacy 278 or 378 ISA address?
message, which can be found in device manager. 1. Please launch the “Device Manager” to verity hardware installation correctly. Because of PCl plug-n-play rule and windows operation system limitation,

. 2. Right click on your mouse on the LPT port and select “Properties’. you can NOT remap to 278H or 378H legacy ISA IO address under Microsoft
Start > Controller Panel > System > Device Manager

PCI ERPJECP Parallel Port (LPT2) Properties )
Gonea | PotSettngs | e | Detas Windows 2000, XP, 2003 Vista, or Linux OS.
Click on the “Device Manager” tab in System Properties, which you access ST i
- T @) Trynet to use an interrupt
from Windows Control Panel. 7 PCIEPP/ECP Parallel Port LPT3  Update Driver... . .
Disable e g 2. How come my parallel device can not work on this Card, but works
Uninstal (O Use any interupt assigned to the part
= \> Mu":IFunl:tIDn adapters scafifarhatiare Changes ] Enable legacy Plug and Play detection properly under on-board LPT port?
) Adapter Wigee G o A. Please confirm your parallel device connect to the LPT port correctly.
- LPT2
e r;”’ Ports (COM & LPT) B. Make sure the LPT number you connected.
;\yf ommunications Pork (COM1Y e C. Please try to connect another LPT port on the cable.
! Wiy . .
(\‘—! Communications Pﬁ'r:I (CoMz) 3.Select “Port Settings” tab page, and you can select LPT port number from LPT 1 D. Your parallel device only works under 278/378 legacy ISA 10 address,
PiZI EPPJECF Parallel Paork (LPTZ B ) : : : :
(3: Per EPPj’IECP Parailel Fort ELF‘TS; to LPT 3. Please do NOT select the “in use” LPT port to prevent system conflict this card can not satisfy with this feature.
arallel Por
= How to Confirm Parallel Card LPT Port System Resource 3. How to add my parallel device (e.g. Printer) via this Card’s LPT port?
NOTE: . . 1. Please launch the “Device Manager” to verity hardware installation correctly. A. Be sure your parallel peripheral had connected to parallel card.
*There is only one Parallel (LPT2) port shows up, if you bought 1-port e . ) . ) )
IEEE1284 Parallel PCI Card 2. Select the “View” and “Resources by type’. B. Please check Control panel — Printers — Add Printer. The “Add Printer
i 3. Select the “Input / Output (10)” scheme. Wizard” will show up.
5 Device Manager = [BR)| & Device Manager C. Please install your printer driver, and select LPT2 or LPT3 PCI ECP/EPP
File acton | | e Ele Action Wiew Help ] ) o ]
 Devices by type & 2 n port to your device. Please click “Next” and finish the add new printer step.
Devices by connection -
Driver Uninstallation 5 \ (= B Rk £ (Add Printer Wizard
O 2 Resaurces by connection o Sy s ress (4]
¥ o E‘\_\clt'Tepmtynuwamluusewlthlh\spnnlev,andlhan
. . +1 e Disk Show hidden d [00000000 - I000OD0F] Direct troll et
1.Access Add / Remove Program in control panel to remove adapter driver. + 8 Disp ST i [00000000 - D0000CF7] e Available pots
B Dvp_Custamize.... ¢ [000D0010 - OODOOD1F] Direct memary access controller Y R sremeeermy oy
+ =) IDE ATAJATAPI cantrollers + [00000020 - 00000021] System board COM2 Commurications Port
Start > Controller Panel > Add / Remove Program +1 b IEEE 1394 Bus host controllers ¢ [00000024 - 00DO002S] Programmable interrupt contraller TLE  Lesessileondik
B Imagm ddﬁwces ¢ 00000025 - 00000029] Programmable inkerrupk controller O A
+-2 Keyl ”a'd s : 4 ¢ [0000002C - 00000020] Programmable interrupt contraller ot
: : +-_) Mice and other painting devices +/ [D00D0030 - 00000031] Programmabls interrupt controller
2. Please select & remove Golden Adapter Driver and Port Driver one by one. - .iﬁ”?‘”’i . s s et i i s e
3 etwark adapters ¢ [00000038 - 00000039] Programmable interrupt controller Lonfigure Port
B Add or Remove Programs m +I 988 Processors f [D0NDNA3C - O00N030] Programmabls interrupt controller
= # ;- Secure D?g\ta\ hiost controllers j [00000040 - 00000043] Svstem timer
Currently installed programs: Sort by: | Name v +@, Sound, video and game contrellers 4 [000000S0 - 000000S] System timer
i Systen devices ‘2 [000000EN - 00000060] Standard 101/102-Key or Micrasaft b cBack [ Hews | cancal |
C&:&gﬁ:’ & Sisoftware Sandra Lite 2005 (Win64/32/CE) Size  13.95MB 3 Universal Serial Bus contrallers 4 R e . 5
Programs hd = £

Displays resources by bype,

4. How can | set the different ECP / EPP / SPP / BPP operation mode?

it b e 4. You can find “PCI Multi-l/O Adapter resource allocation” in the list. Under Windows OS such as XP and Vista, PCI parallel card will auto-

% Windows Driver Package - Sunix Co., Ltd. Golden Port Driver (12/20/2007 £.4.2.1)

5. For example the LPT port and I/O address lists as below. The real 1/O address communicate with the device to which it is connected and sets to that

e depends on your system, and it will be random in different system. I/O address particular mode. For example if this card is connected to a printer that
3. Then press “Yes” button to finish the uninstallation. After finish the process, will not change, if you does not change PClI card to any PCl slot. support SPP mode, then this parallel card will communicate with this printer
user need to reboot the system to ensure the uninstalltion. Port : System Assigned I/O Address and will automatically set to SPP mode. It means that this card will hand-
um Ies — _— (quf;) g EEEEEEEEQ ggggiigg EE: mz:g:; g ESZEE: shakes with the dev.ice to whif:h itis connect.ed and configure.s to that mode.
Port 2 > [OD00FEFD - 000OFEF7] PCI Mult-1/G Adapter User does not require changing to any particular mode. This parallel card

(LPT3) ~» [O00OFEFS - DOOOFEFF] PCI Mulki-10 Adapter can not force setting particular mode by driver or BIOS!!

J
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